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(57) Abstract: The invention relates to a control device (D) which is intended to control the temperature of first and second fluids 
formed by the lubricating oil of the heat engine (12) of the vehicle and the recirculated exhaust gases respectively. The inventive 
device (D) comprises a first heat-transfer liquid/lubricating oil exchanger (14) and a second heat-transfer liquid/recirculated exhaust 
gases exchanger (16), said first and second exchangers being connected to the same heat-transfer liquid circuit (10). Preferably, the 
heat-transfer liquid circuit (10) is connected to a source or a heat sink (18) comprising, for example, heat storage means (18) which 



V© can exchange heat with the heat-transfer liquid. 



(57) Abrege : Le dispositif de regulation (D) est destine a reguler thermiquement des premier et deuxieme fluides formes respecti- 
vement par de l'huile de lubrification du moteur thermique (12) du vghicule et par des gaz d'echappement recircules. Ce dispositif 
fs^ (D) comprend un premier echangeur (14) liquide caloporteur / huile de lubrification et un second echangeur (16) liquide caloporteur 

O/ gaz d'echappement recircules, les premier et second echangeurs Stant raccordes a un meme circuit (10) de liquide caloporteur. De 
^ preference, le circuit (10) 
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de liquide caloporteur est raccorde a une source ou a un puits de chaleur (18) comprenant par exemple des moyens de stockage 
thermique (18) pouvant echanger de la chaleur avec le liquide caloporteur. 



